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Superguard®  Scuff&stain  Suitable for
resistant bathrooms

INFORMACE O VYROBKU | PRODUCT INFORMATION

Oblast pouziti | Level of use

Celkova tloustka | Total thickness

Naslapna vrstva | Wear layer

PU ochrana naslapné vrstvy | Wear layer PUR treatment

Celkova hmotnost g/m? | Total weight g/m?2

VELIKOST & BALENI | SIZE & PACKING

Lamela | Planks

Pocet lamel v baleni | Box planks

VYSLEDKY TESTU | TEST RESULTS

Reakce na oheri | Inflammability

Odolnost proti poskrabani | Scratch resistance
Pravouhlost & Rovnost | Squareness & straightness
Protiskluznost | Slip resistance

Omezeni skluzu | Slip restraint

Trvala deformace | Residual indentation

Odolnost na zatizeni nabytkem | Furniture leg resistance
Kroutivost | Curling

Elektricky odpor | Electrical resistance
Rozmérova stélost | Dimensional stability

Tepelna izolace | Heat insulation

Tepelny odpor R | Thermal resistance R
Elektrostatické chovani | Electrostatic performance
Skupina formaldehydu | Formaldehyde group
Zvukova izolace | Acoustic insulation

Odolnost na koleckovou Zidli | Castor chair resistance
Odolnost proti skvrnam | Stain resistance
Stélobarevnost | Light fastness

Podlahové topeni | Underfloor heating

Odolnost vuci chemikaliim | Resistance to chemicals

Zaruka ( rok) | Warranty (year)

EN 685
EN ISO 24346
EN ISO 24340

EN ISO 23997

EN ISO 24342
7 pcs/box

EN 13501

EN 660-2

EN ISO 24342
EN 13893

DIN 51130

EN ISO 24343-
EN ISO 16581
EN ISO 23999
EN ISO 10965

EN ISO 23999

EN 12524

EN ISO 12664
EN 1815

EN 717-1

EN 140-8

EN 425

EN ISO 26987
ISO 105-B02
EN 12524
EN-ISO 26987

23-33-42

ca. 4,50 mm (180 mils)
ca. 0,55 mm (22 mils)
Superguard®

ca. 7.600

19,1x 131,6 cm (7,52" x 51,81")
1,76 m?/box (18,94 ft?2/box)

Bfl-S1

Class T

<0,35 mm (Planks A & Tiles A)
DS

R10

<0,10 mm

Velmi dobra | Very good
<2mm

<10° Ohm

Norm: < 0,25 %

Average result measured: < 0,05 %

0,25 w/(m.K)

0,0159 m2.K/W

<2kv

El

4dB

Bez trhlin, bez poskozeni | No cracks, no damage
Velmi dobra | Very good

26

Vhodné, max 27°C | Suitable, max 27° C

Velmi dobra | Very good

20 Residential | 10 Commercial

Zaruka se vztahuje na vyrobni vady a na pfedéasné opotiebeni zpisobené standartnim uzivanim. | The warranty covers manufacturing defects and premature wear in the event of normal use

EN 14041

ce

DOP - LVT

tesilient floor covering
EN 649

TF20140320



